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APPENDIX C – OVERALL SITE PLAN 
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SEE NOTE #2

SEE NOTE #3

COMPONENT KEYNOTE LEGEND

1

2

3

4

5

6

7

8

9

10

11

12

13

14

DEWATERING (SEE NOTE #1)

ESTIMATED COST $8,000

HEADWORKS REMOVAL

ESTIMATED COST $5,600

INFLUENT SEWER REMOVAL

ESTIMATED COST $27,600

PRIMARY CLARIFIER REMOVAL

ESTIMATED COST $65,200

SCREW PUMPS AND CONTROL BUILDING REMOVAL

ESTIMATED COST $54,800

AERATION BASIN REMOVAL

ESTIMATED COST $98,700

SECONDARY CLARIFIER REMOVAL

ESTIMATED COST $81,600

CHLORINE CONTACT BASIN REMOVAL

ESTIMATED COST $92,900

PRIMARY AND SECONDARY DIGESTER REMOVAL

ESTIMATED COST $203,900

LAB BUILDING REMOVAL

ESTIMATED COST $6,800

WASTEWATER MANAGEMENT SITE REMOVAL

ESTIMATED COST $122,600

LAGOON REMOVAL

ESTIMATED COST $248,200

REMOVAL OF UNDERGROUND PIPES (SEE NOTE #2)

ESTIMATED COST $35,000

PAVEMENT REMOVAL, FINISHED GRADING, AND GROUND

STABILIZATION (SEE NOTE #3)

ESTIMATED COST $412,800

NOTES

1. INITIAL DEWATERING IS TO TAKE PLACE AT THE PRIMARY

CLARIFIER.  DEWATERING WILL BE NEEDED DURING ALL PHASES

FOR PIPES, STRUCTURES, AND OTHER COMPONENTS AS WATER

IS ENCOUNTERED.

2. UNDERGROUND WATERLINES AND DRAINLINES WILL BE

ENCOUNTERED THROUGHOUT THE PROJECT SITE.  THESE PIPES

SHOULD BE REMOVED PER SECTION 3.14 OF THE REPORT.

3. PAVEMENT REMOVAL, FINISHED GRADING, AND GROUND

STABILIZATION WILL BE NEEDED THROUGHOUT THE ENTIRE

PROJECT SITE .
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LEGEND

15

MAINTENANCE BUILDING REMOVAL

ESTIMATED COST $88,000


